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For additional information including Technical Installation Guides, CAD downloads and COSHH sheets and to 
keep up to date with the latest on NaturePRO product range please visit www.natureproinsulation.co.uk

The NaturePro range of products is available from the following stockists:

naturePRO
S U S T A I N A B L E  T H E R M A L L Y  I N S U L A T I N G  M A T E R I A L S

A range of thermally insulating materials derived from
completely natural, sustainable and renewable sources
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NaturePro Sheep’s Wool Batt is a 
semi-rigid insulation batt for use in 
between studs on a timber framed 
wall and in between rafters in a 
pitched roof application. 

The product is available in three 
thicknesses to suit timber depths of 
50mm, 100mm and 140mm. 

Sheep’s Wool Batt composition 
allows it to maintain its shape for 
the lifetime of the building and it 
will not slump in the cavity. 
The product can be used in both 
new build and refurbishment 
situations. For complete 
specifi cations and fi tting details, 
please visit the NaturePro website.

• Hemp Insulation Batts

Thickness 50mm/100mm/140mm

Width 575mm

Length 1200mm

naturePRO

NaturePro Sheep’s wool is a high 
performance, sustainable insulation 
material made from renewable 
natural fi bres. 

The product is made using British 
fl eeces. It also has an agrément 
certifi cate from the BBA and is 
manufactured to ISO9001 standards. 

NaturePro Sheep’s Wool consists of 
a wool-rich blend of natural sheep 
fi bres and recycled plastic bottles 
to provide optimum performance 
in terms of sustainability, thermal 
performance, breathability, moisture 
control and its ability to recover 
after compression. It is available as 

a rigid batt for use in between 
timber studs and rafters and as
a roll for use in lofts. NaturePro 
Sheep’s Wool is available throughout 
the UK, via nationwide stockists.

•  Natural, sustainable, renewable, 
recycled and recyclable 

• Breathable 

•  Provides excellent thermal 
performance  

• BBA certifi cation

• Improves acoustic insulation

•  Controls internal temperature 
of building by absorbing and 
releasing moisture 

• Reduces risk of condensation 

• Insect and vermin resistant 

•  Excellent versatility and full ability 
to recover

•  No PPE required to install product 

• Fire resistant 

• Zero GWP / ODP

SHEEP'S WOOL

SHEEP'S WOOL PROPERTIES

naturePRO

naturePRO

Thermal Conductivity 0.039 W/mK

Product Contents Wool (60%), Recycled Plastic Bottles (30%), Binder (10%)

Density 19kg/m3

BBA Certifi cate number 10/4730

Vapour Resistivity 7.11 MNs/gm     

Spread of Fire BS 5803 pt 4 sections 2 & 3

Mould Resistance CUAP N45  vegetable or animal fi bres

Insect Repellent Borate salt

Ignition Temp >560° C

Global Warming Potential zero

Ozone Depletion Potential zero

Embodied Energy 70 MJ/kg

NaturePro Sheep’s Wool Roll is a 
fl exible insulation material used 
for insulating between and over 
timber ceiling joists in the 
roof space. 

The product is available in two 
widths to suit both 400mm and 
600mm centres.  Sheep’s Wool Roll’s 
fl exibility allows it to cover up any 
inaccuracies within the timber. 

For use in new build and 
refurbishment projects, Sheep’s 
Wool Roll’s composition includes 
recycled plastic bottles which 
allow the material to fully recover 
when rolled out, making it easier 
to transport and carry without 
compromising the sustainability 
of the product. For complete 
specifi cations and fi tting details, 
please visit the NaturePro website.

Thickness 150mm

Width 375mm/575mm

Length 4000mm

naturePRO

Specifi cation Table

Specifi cation Information Other Products available in the range

• Wood Fibre Insulation Batts

•  Wood Fibre Sarking & 
Sheathing T&G Board

• Wood Fibre External Board

• Wood Fibre Square Edge Board

SHEEP'S WOOL ROLL

SHEEP'S WOOL BATT
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